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All dimensions are in inches

Ceiling Square Diffuser - 3 Cone
Fixed air pattern

Material:
Finish:

Air Pattern:
Mounting:

Stamped heavy gauge Steel.
Powder paint coating - white.
Fixed horizontal 360° diffusion.
Surface or Lay-in T-bar ceiling.
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Core Removal: Unlock hanger brackets by swiveling lever
down. Holding cone L at opposite sides,
push upwards, then turn clockwise and

drop core free from back plenum.

Optional fiberglass insulation on back panel,
complies with A.S.T.M. E84 flame and smoke test.
(Available only on models with 24” x 24” face)
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Round collar up to 14”.
Standard height is 17,
other options available.
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Mounting C
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Surface mounting

T-Bar mounting
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Round Collar Baffles Buct Foce Dim
BZE Way | lwe 2 Way | lwo 2 Way | w3 3 Way | lwa 4 Way v'| Model # Size E BxB ¢ D
__Corner Opposed - _(defauit)
DF3 1206 6 577" 113, x 113" | 134" | "6"
DF3 1208 | 8 | 774" | 118 "x 113" | 13" | The"
- : — DF3 2406 | 6 | 575" | 233"x23%" | 275" | /5"
VF\:anel Option for T-bar lay-in Ceiling DF3 2408 | 8 | 77 | 2350 %239 | 270 | 7
1 DSTQ;IZ(W::) DA|U$;nUT2(WXH) DF3 2410 | 10 | 97" 233" x 233" | 27" | "Ts"
X24 v24 DF3 2412 | 12 |17 | 239 x23%" | 275" | 7'
[] -x2424 [] -v2a24 DF3 2414 | 14 [1374" | 233" x23%," | 274" | 74"
H . 2 _
[] 2448 [] -v2aas Finish
|:| -X4824 |:| -Y4824 /W /C Custom (Please Specity)
v White (Default)
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